
DESCRIPTION OF CHANGE

DRAWING NUMBERREV.

REV.

A PB0041421

DESIGN ENVELOPE DIMENSIONS FOR

2582T. Morales  12-23-94

DAB   12-27-94 WP   12-27-94

90° ROTATION
ALTHOUGH THE ATTACHMENT CAN

SWING 90° TYPICALLY ON BOTH ENDS,
ONE-HALF THE BODY O.D. EXCEEDS

THE  ATTACHMENT TAKE-OUT DIMENSION.
CONSULT SHAW A/DE ENGINEERING

FOR THIS APPLICATION.

2.72

3-1/16

2.75

PIN
DIAMETER
1.00

10° ALLOWABLE SWING
TYPICAL BOTH ENDS

MODEL AD-1605
STRUCTURAL ATTACHMENT

MODEL AD-1606
TRANSITION TUBE KIT

MODEL AD-1607
TTK  PIPE  2" SCH 80

5/16           TYP.

CONTACT SHAW A/DE ENGINEERING
FOR MAXIMUM DIMENSION

9-1/8  MINIMUM

"TEST-IN-PLACE" MODULE
ON MODELS AD-1601 & AD-1603 ONLY

FRONEK A/DE INC.

17-5/64 ± 5/64

RETRACTED

26-1/4 MINIMUM
RETRACTED PIN-TO-PIN

MODEL AD-1600 / AD-1601

MODEL AD-1602 / AD-1603

19-15/32 ± 5/64

RETRACTED PIN-TO-PIN
6-1/8 ± 1/16

STROKE

7/8
BEARING WIDTH

3-3/4
DIAMETER

5-1/16

MODULE LOCATION IS
POSSIBLE AT ANY ANGULAR
ORIENTATION RELATIVE TO

SNUBBER'S AXIAL CENTERLINE

6-1/8
HOUSING

DIAMETER

6.0
SQUARE FLANGE

MODEL AD-1600 SERIES MECHANICAL
SNUBBERS INCLUDING MODEL AD-1606

TRANSITION TUBE KIT AND MODEL
AD-1605 STRUCTURAL ATTACHMENT

A EDITORIAL CHANGES W/ DIMENSIONAL ADDITIONS
& DELETIONS.    ECM 2780

LOAD CAPACITY:   16,000 Lbs

ALL DIMENSIONS ARE FOR
REFERENCE PURPOSES ONLY

6-1/8 ± 1/16

STROKE

1.65

1.65

0.80
RADIUS
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